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Agenda

• Why d-mode GaN in general and particularly D³GAN platform?

➢ Original solution that brings the best combination of performance, cost and robustness 

for HV automotive applications

• D³GAN products

➢ Available products and system demonstrations.

• What’s coming up next?
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▪ Robust and optimized solution for reliable high-power applications.

▪ Better performance by utilizing the pristine 2DEG formed during epi growth.

... And specifically D³GaN

▪ Requires standard positive gate driver.

▪ Switching characteristic determined solely by the GaN

device.

▪ Easy device paralleling – key for higher current 

application.

▪ Isolated high power SMD package with very low

junction to heat sink thermal resistance

▪ Cost effective solution, relying on GaN-on-Si.
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D-mode for HV automotive applications
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▪ Only the GaN device is switching. The Si device serves only for enable.

▪ When Vaux is absent – UVLO protects the device by closing the enable Si device. 

The d-mode is open, D1 clamp the Vg to GND, and the raising voltage on the 

source – turns off the GaN device. Self protected topology.

OFFON

D³GaN: circuit operation



D³GaN: gate robustness
▪ Insulated structure (MIS) that prevents leakages, which may lead to 

defects and failures. 

▪ Optimized field plates to prevent excessive E-fields, specifically near 

the gate. Leads to shorter pitch, and lower specific resistance. 

▪ Operational conditions which provide excellent margins; therefore, 

we can switch faster. 

G a t e  c u r r e n t  v e r s u s  V g s [ V ]  d e p i c t i n g  o p e r a t i o n a l  r e g i o n  a n d  g a t e  b r e a k d o w n  
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Source is fixed at 15V and 

the gate switching is 

between 0V and 15V. 

Therefore, operates with 

elevated gate energy: less 

susceptible to injected 

charge 
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▪ The overvoltage and surge energy 

robustness of GaN HEMT devices 

is a key issue recently identified by 

the JEDEC JC-70.1 committee. 

▪ Static and dyn BV differ due to 

trapping profile and 

characteristics. 

▪ D3GAN exhibits the highest max 

surge energy effectively x2 from 

the second-best d-mode devices 

and x10 from e-mode devices. 

Dyn BVStatic BV

D³GaN: static & dynamic BV
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▪ First published study on industrial 

d-mode MIS HEMT depicting 

parametric robustness under 

repetitive overvoltage switching 

→ mimicking converter-like 

switching.

▪ Test setup comprises of a 

standard double pulse setup but 

with an additional inductance Ld –

to create the overvoltage ringing 

during the DUT hard turn-off. 

D³GaN: repetitive overvoltage - context 
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▪ Repetitive pulses at 90% of dyn BV voltage 

(unparalleled capability: competitor technology 

were at ~50% for d-mode and ~25% for e-mode ). 

▪ Negligible parametric shift were observed.

▪ Parametric results saturated after 1 million cycles.  
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D³GaN: repetitive overvoltage - results 
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H3TRB: Very low VTH  drift and no 

change in RDSON and leakage current 

@650V shows high integrity and 

robustness of D3GaN die and package; 

All other AEC-Q101 tests were passed as 

well. 

Measured SOA at continues 250ns 

and 5000ns pulses for a device 

design to work at ~75Amp peak inv 

operation

D³GaN: H3TRB and SOA

Operational window
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▪ Complementary to self protection 

topology – we introduce an over current 

protection designed for the fast-

switching GaN device.

▪ Reaction time is about 80ns in two steps:

▪ Detection of the S.C. fault (followed 

by indication to control system). 

▪ Soft Turning OFF the devices. 

The pulsed-current sensor has 
𝑑𝑖

𝑑𝑡
derivative output 

in conjunction with a band-pass filter which provides 
an excellent performance in fast switching 

environment. 

D³GaN: short circuit protection
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▪ Accurate SPICE model to enable system design.

▪ Model accounts for thermal network. 

D³GaN: modelling to enable system design



TLPS – transient liquid phase soldring

• Two Material Options used
• Little to no voiding
• No solder related issues
• Successful initial Qual results
• No pressure required during reflow 

(minimal pressure during positioning..)
• RoHS compliant (no Pb.. etc.) 

Die Attach   Ag-Sintering  (Panel Form)

Processed in Panel form for higher throughput
Little to no voiding
Minimal distortion after processing panel
Currently at final assembly, then testing

D³GaN: packaging technology - die connect
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D3GaN Platform 
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VisIC original technical approach has been able to deliver performance, 

reliability and cost efficiencies tuned to EV power train market

Designs for power train, 400V and 
800V battery

D-MODE

Direct Drive - GaN

Passivation

Substrate (Si)

GaN

AlGaN

GS D

Transition layer

Modules, discretes, dies

22mOhm 650V 
100A 

7mOhm 650V 
200A 

300A / 650V HB 

600A / 650V EVB HB 

100kW / 800V

Reference design
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D³GaN: products
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Current was measured 
with 2 wires in parallel 
so actual current is double 

Eon Eoff

100A 646 uJ 222.8 uJ

900A 3531 uJ 554 uJ

In summary (1/2): D³GaN is ready for market

VM800 switching waveform at 900A – 4 V8 devices in parallel  
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Motor inverter demonstration: 400V  >140 Apk 2x V22 GaN device inverter 
operation tested with stator

In summary (2/2): D³GaN is ready for market




